6EB8 


HIGH-MU TRIODE — 
SHARP-CUTOFF PENTODE 
9-PIN MINIATURE TYPE 
GENERAL DATA 


Electrical: 


Heater, for Unipotential Cathodes: 
Voltage. . . . . . . . . 6.3 + 10%  . . . ac or dc volts 
Current. . . aaa “Ошто “чы NN xc d . . «amp 
Direct Interelectrode Capacitances:? 
Triode Unit: 


Grid to plate. . . . . . . . . . 4.4 mni 

Grid to cathode and heater. . . 2.4 mni 

Plate to cathode and heater. . . 0.36 puf 
"УР Pentode Unit: 

Grid No.1 toplate....... 0.1 max. puf 


Grid No.1 to cathode & 
interna} shield & grid 
No.3, grid No.2, and 
heater sodir р deni e 11 puf 
Plate to cathode & internal 
shield & grid №.3, grid 
No.2, and heater . . . хулд 4.2 mn 
Triode grid to pentode plate zr. 0.018 max. mni 
Pentode grid No.1 to triode plate. 0.005 max. mni 
Pentode plate to triode plate. . . 0.17 max. mi 


Characteristics, Class A, Amplifier: 
Triode Pentode 


Unit Unit 
Plate-Supply Voltage . . . . . . 250 45 200 volts 
Grid-No.2 Supply Voltage . . . . - 125 125 volts 
Grid-No.1 Voltage. . . . . . . . -2 0 - volts 
Cathode Resistor . . . . . . . . - - 68 ohms 
Amplification Factor . . . . . . 100 - - 
Plate Resistance (Approx. ġa zu 37000 - 75000 | ohms 
Transconductance . . . . RSE: 2100 - 12500 mhos 
Plate Current. . . . . . MLE 2 40* 25 ma 
Grid-No.2 Current. . . . . . - 15* 7 ma 
Grid-No.1 Voltage (Approx.) for 
—| plate ра = 100... i - - -9 volts 
Grid Voltage (Approx. | for 
plate ua = 20. EE -5 - - volts 
Mechanical: 
Operating Position. . . . . . жоу Зо Weg gus о АПУ 
Maximum Overall Length . . . . . . кож ж жожо во wl ET DADA 
Maximum Seated Length. . . 2... 2-3/8" 
Length, Base Seat to Bulb Top (Exc lud ing tip) ..2" + 3/22" 
Diameter. г xe ьо аа : 0. 750" to 0.875" 
Dimensional Outline tus dern ven аа "n ‘See General Section 
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p 6EB8 
HIGH-MU TRIODE— 
SHARP-CUTOFF PENTODE 


Base. . . : .Small-Button Noval 9-Ріп Е No. E9-1) 
Basing Designation for BOTTOM VIEW. . . bir 2 ЭбХ 


Pin 1- Triode Pin 6 - Pentode 
Cathode Cathode, 
Pin 2- Triode Grid No.3, 
Grid Internal 
Pin 3- Triode Shield 
Plate Pin 7- Pentode 
Pin 4 - Heater Grid No.1 
Pin 5- Heater Pin 8- Pentode 
Grid No.2 
Pin 9- Pentode 
Plate 


AMPLIFIER — Class А, 


Maximum Ratings, Design-Maximum Values: 
Triode Unit Pentode Unit 


PLATE VOLTAGE . . . . . .. 330 пах. 330 max. volts 
GRID-No.2 (SCREEN-GRID) 

SUPPLY VOLTAGE. . . . . . - 330 max. volts 
GRID-No.2 VOLTAGE . . . . . - See Grid-No.2 Input 


Rating Chart at front of Receiving Tube Section 
GRID-No.1 (CONTROL-GRID) 


VOLTAGE : 
Positive-bias value . . . 0 max. О max. volts 
PLATE DISSIPATION . . . . . 1 max. 5 max. watts 


GRID-No.2 INPUT: 
For grid-No.2 voltages 

up to 165 volts. . . . - 1.1 пах. watts 
For grid-No.2 voltages 

between 165 and 330 

Volts; uuo А = Зее Grid-No.2 Input 


Rating Chart at front of Receiving Tube Section 
PEAK HEATER-CATHODE 


VOLTAGE: 
Heater negative with 

respect to cathode. . . 200 max. 200 max. volts 
Heater positive with 

respect to cathode. . . | 2004 max. 200^ max. volts 


Maximum Circuit Values: 
Triode Unit Pentode Unit 
Grid-No. ł-Circuit 
Resistance: 
For fixed-bias operation. 0.5 max. 0.25 max. megohm, 
For cathode-bias 
operation . . . . . . . 1 max. 1 max. megohm 
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6ЕВ8 
HIGH-MU TRIODE— 
Бы 5НАКР-СОТОЕЕ PENTODE 


O without external shield. 


* This value can be measured бу a method involving a recurrent wave form 
such that the maximum ratings of the tube мій?! not be exceeded. 


^ The dc component must not exceed 100 volts. 
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6EB8 
AVERAGE PLATE CHARACTERISTICS 


TRIODE UNIT 


6.3 VOLTS Н 


SLIOA 31Vv 1d 


E£= 


PLATE MILLIAMPERES 
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AVERAGE CHARACTERISTICS 
PENTODE UNIT 


Ep 46.3 VOLTS 
GRID-N22 VOLTS 


PLATE VOLTS 


LI в шш A i СІ LI 5 
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PLATE (Ip) OR GRID-N?2 (Іса) MILLIAMPERES 
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AVERAGE CHARACTERISTICS 
PENTODE UNIT 


E£=6.3 VOLTS 


PLATE VOLTS=200 
GRID-N22 VOLTS-I2 


TRANSCONDUCTANCE (Qm)—MICROMHOS 


PLATE (Iy)OR GRID-N£2 (Іса) MILLIAMPERES 


-7 -6 -5 -4 -3 -2 4 o 
GRID-N2I VOLTS 
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